IN THE SPECIFICATION : 

Please replace the second full paragraph on page 8, lines 12-21, with the 
following new paragraph: 

-With continued reference to Figure 1A, a front end clip 18 for each track 12 

is shown. This includes a vertical rectangular front plate 130 with a front face 132 
and a rear face 134 (Figure 1B) . The front plate 130 includes a mounting element 
136 extending transverse to the rear face 134 (Figure 1B) of the plate 130. The 
mounting element 136 comprises a pair of vertically oriented opposing side walls 
138, 140 and a bottom wall. The mounting element 136 of the front end clip 18 
slides in between the T-rails 26, 28 in the front end portion 13 of the track and 
frictionally engages legs 30, 32, flattened horizontal surfaces 34, 36 and the upper 
surface 33 of the base wall 22. As shown in Figure 2, a tooth 152 protrudes from a 
lower face of the clip and engages in a slot 154 in the track to fix the front end clip 18 
to the front end portion 13 of the track 12 without the use of any glue or other 
adhesive material.-. 

Please replace the paragraph spanning from page 15, line 15 to page 16, line 
3 with the following new paragraph: 

—With reference now to Figures 2 and 3, a plurality of adjacent tracks 12 are 
shown stab il y stably held by the front panel 20 and the rear panel 214. This 
configuration results in a secure connection of a plurality of tracks 12 within the 
shelving system 10 such that the individual tracks 12 cannot flop around. The front 
panel 20 may be attached to the shelf in any suitable manner, including friction fitting 
or permanent attachment (i.e. a Christmas tree clip 270 as shown in Figure 2). The 
side wall 24 of each respective track 12 separates the products supported on 
individual tracks 12 such that the product carried by one product track 12 will not 


interfere with the movement of product carried by an adjacent product track 12. As 
shown, the side wall 24 is integral with the base wall 22. However, the side wall can 
be a separate divider wall (not shown). It is also appreciated that a product label 272 
(Figure 2) may be affixed to the front face 164 of the front panel 20.-. 

Please replace the paragraph on page 22, lines 9-14 with the following new 
paragraph: 

-Positioned on the base 626 is a spring 640. As in the embodiment of 
FIGURE 1B, the spring can be a coil spring. It should be apparent from FIGURE 16 
that the side edges of the coil spring are positioned a significant distance away from 
the two gussets. In this way, the spring does not contact the gussets as it rolls and 
unrolls and is not supported or restrained thereby. It should be apparent that the coil 
spring has a portion that is looped around the base 626 such that the spring portion 
extends between the two tracks rails 610, 612 towards a front end of the track 602.—. 


